SEE STD DETAILS 310 AND 310A

FOR CURB RAMP DETAILS
SEE STD DETAIL 311 AND 311A
FOR MARKING DETAIL
\ q

5 PERCENT MAX RUNNING
SLOPE FOR CROSS WALK

CROSS SLOPE SHALL NOT EXCEED
STREET CENTERLINE GRADE

CROSS SLOPE SHALL
NOT EXCEED 2% IF
STOP OR SIGNAL
CONTROLLED, OR 5%

MID BLOCK CROSSWALK IF UNCONTROLLED
NTS

LEGAL CROSSWALK EXISTS
WHETHER MARKED OR UNMARKED

CROSSWALKS AT INTERSECTION
NTS

NOTES:
1.  STANDARDS APPLY TO BOTH MARKED AND UNMARKED CROSSWALKS.

2. INSTALLATION SHALL REFLECT "REVISED DRAFT GUIDELINES FOR ACCESSIBLE PUBLIC
RIGHTS-OF-WAY" DATED NOVEMBER 2005, EXCEPT AS APPROVED BY THE TRAFFIC ENGINEER.

3. RAMPS SHALL BE INSTALLED FOR ALL LEGAL CROSSWALKS, WHETHER MARKED OR UNMARKED,
EXCEPT AS APPROVED BY THE TRAFFIC ENGINEER.

4. RAMP CROSS SLOPE SHALL NOT EXCEED THE CENTERLINE GRADE OF THE CROSSWALK.

5. SIDEWALK GRADE SHALL NOT EXCEED THE GENERAL GRADE OF THE PARALLEL STREET.

CITY OF REDMOND, WASHINGTON STANDARD DETAILS

CROSSWALK ACCESSIBILITY
DESIGN STANDARDS

APPROVED BY: RON GRANT
CITY ENGINEER
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