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BOLLARD RECEIVER
SEE DETAIL BELOW
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5/8" CRUSHED ROCK

COMPACTED SUBGRADE

p (TYP)
BOLLARD ELEVATION
NTS
7.5"
__’Zl 68" ﬁ —
:% Stationary Removable Stationary
Bollard Bollard Bollard
12
BOLLARD SPACING
NTS
TOP PLATE (LID) LOCK RECEIVER HOLE

.25" THICK STEEL WITH
ROUNDED CORNERS

4"X2" HINGE PLATE
WELDED ON OUTSIDE OF
RECEIVER BOX. THREE
TAB HINGE ON RECEIVER
SIDE.

FIVE 1" DRAIN HOLES
BOLLARD LID, HINGES, (IN BASE PLATE)

RECEIVER BOX AND BASE
PLATE SHALL BE HOT
DIPPED GALVANIZED.

REMOVABLE BOLLARD RECEIVER

1"X2" OBLONG SHAPE

BASE PLATE" 12"X12"X.25"
/(WELDED TO RECEIVER

4"X2" HINGE PLATE
WELDED ON INSIDE OF LID.
TWO TAB HINGE ON LID
SIDE.

RECEIVER BOX - STEEL
TUBING
8.75"X8.75"X.25" OD

NTS
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